NOTES

INLET GEOTEXTILE
/ 1. PREFABRICATED UNITS MAY BE USED IN LIEU OF THE DESIGN SHOWN ON THIS PLAN
UPON APPROVAL OF THE ENGINEER.

/ ((

2. STRUCTURE SHALL BE CONSTRUCTED SUCH THAT GEOTEXTILE MATERIAL SHALL BE
FASTENED TO POSTS CREATING A SEAMLESS JOINT.

A ‘ 3. ENSURE THAT PONDING HEIGHT OF WATER DOES NOT CAUSE FLOODING ON
ADJACENT ROADWAYS OR PRIVATE PROPERTY.

4. PERFORM MAINTENANCE IN ACCORDANCE WITH STANDARD SPECIFICATION 8-01.3(15).

FASTEN CROSS BRACES TOGETHER
WITH SCREWS, NAILS, NYLON TIES
OR WIRE

PLAN VIEW
(CROSS BRACES NOT SHOWN)

ATTACH WOOD OR METAL
CROSS BRACES TO
STABILIZE POSTS

POST (SEE STD. SPEC. 8-01.3(9)A) SILT FENCE (STD. PLAN |-4)

GEOTEXTILE FOR
TEMPORARY SILT Fm
(SEE STD. SPEC. 9-33.2 , TABLE 6)
z
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